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1.  Introduction 
 
In accordance with the Commission Regulation (EU) No 
1079/2012, laying down requirements for voice channel 
spacing for the single European sky, the plan of the 
conversion to 8.33 kHz channel spacing has been put 
together. In order to facilitate conversion to 8.33 kHz 
channel spacing and to ensure safety and awareness of 
used frequencies a related frequency plan was prepared. 
According to Annex 15 to the Chicago Convention, the 
frequency changes must be published in AIP and VFR 
Manual. Dates of changes shall follow the AIRAC system 
(Supplement 4, Annex 15) 

Frequency plan was prepared according to the frequencies 
assigned until 30. 9. 2015.  

The change shall come into effect according to AIRAC 
date. Therefore it is necessary to tune in the ground 
aeronautical radio at 00 UTC.   

 

The following dates are defined: 

AIRAC data 2016  10. 11. 2016 
  2017  30. 3. 2017 
  2017  9. 11. 2017 

There are two tables providing information on the 
conversion. The first table provides information about the 
conversion of the airspaces and airports to the AIRAC date. 
The second table provides information about the date of 
conversion in terms of used frequencies. 

According to the Commission Regulation (EU) No 
1079/2012 conversion shall not apply to frequency 
assignments: 

 121,500 MHz emergency frequency 
 123,100 MHz auxiliary frequency SAR 
 Climax frequency 
 Frequencies for VDL (VHF Data Link) and ACARS 
 According to article 9 of Commission Regulation 

(EU) No 1079/2012 conversion of some military 
frequencies can be postponed beyond the year 
2018. 

 

The frequency plan applies to frequencies with 25 kHz 
channel spacing. 
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2.   
 
2.1  
 

2.  By the date of conversion 
 
2.1 Conversion date 10 November 2016 00 UTC 
 

 

 

Prostor / Area 
 

Unit providing service 

Frequency 
 [MHz]  

Channel spacing 25 
kHz 

Frequency channel 
[MHz]  

Channel spacing 
 8,33 kHz 

Praha FIR OLO -  128,525 128,530 

Praha FIR OLO - RGA 130,100 130,105 

Praha FIR OPC -  131,600 131,605 

Praha FIR OPC -  131,700 131,705 

Praha TMA APP PRAHA 120,525 120,530 

Praha TMA APP PRAHA 127,575 127,580 

Praha -  RADAR 119,000 119,010 

Praha -  RADAR 118,300 118,310 

Praha -  TOWER 118,100 118,110 

Praha -  DELIVERY 120,050 120,060 

Praha -  GROUND 121,900 121,910 

Praha -  ATIS 122,150 122,160 

Praha -  FIRE 121,600 121,610 

Praha -  VOLMET 128,600 128,605 

Praha -  AS (MPP) 121,700 121,710 

Praha -   136,075 136,080 

Praha -  HA 134,550 134,560 

Vodochody TMA VODOCHODY.RADAR 133,075 133,080 

Vodochody TMA VODOCHODY RADAR 127,475 127,480 

Praha/Vodochody VODOCHODY RADIM 123,025 123,030 

Praha/Vodochody  129,750 129,755 

Kbely MTMA MAPP KBELY 124,675 124,680 

Kbely TOWER 120,875 120,880 

Kbely TOWER 134,725 134,730 

Kbely PAR 126,750 126,755 

Kbely OPC 128,850 128,855 

Kbely AS (AD Kbely) 121,950 121,955 

Kbely  121,800 121,805 
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2.2  
 
2.2.1  
 

2.2 Conversion date 30 March 2017 00 UTC 
 
2.2.1 IFR airports 
 

 

 

Prostor / Area 
 

Unit providing service 

Frequency 
 [MHz]  

Channel spacing 25 
kHz 

Frequency channel 
[MHz]  

Channel spacing 
 8,33 kHz 

Brno TMA APP BRNO 120,550 120,555 

Brno -  TOWER 119,600 119,605 

Brno -  GROUND 125,425 125,430 

Brno -  ATIS 131,100 131,105 

Brno -  AS (MPP) 121,700 121,705 

Karlovy Vary TMA APP KARLOVY VARY 119,950 119,955 

Karlovy Vary TOWER 121,225 121,230 

Karlovy Vary ATIS 118,950 118,955 

Karlovy Vary AS (MPP) 121,700 121,710 

Karlovy Vary  122,900 122,905 

Ostrava TMA APP OSTRAVA 125,100 125,105 

Ostrava -  TOWER 120,800 120,805 

Ostrava -  ATIS 118,050 118,055 

Ostrava -  AS (MPP) 121,700 121,710 

Kunovice TOWER 120,100 120,105 

Pardubice MTMA MAPP PARDUBICE 127,650 127,655 

Pardubice TOWER 120,150 120,155 

Pardubice TOWER 120,200 120,205 

Pardubice OPC 138,000 138,005 

Pardubice AS 121,600 121,605 

  130,275 130,280 

 TOWER 136,650 136,655 

 TOWER 129,400 129,405 

 AS 121,600 121,605 

  118,150 118,155 

 TOWER 126,500 126,505 

 TOWER 119,825 119,830 

 AS 121,600 121,605 
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2.2.2 VFR 
 

2.2.2 VFR airports 
 

 

Airport Call sign 

Frequency 
 [MHz]  

Channel spacing 25 
kHz 

 

Frequency channel 
[MHz]  

Channel spacing 
 8,33 kHz 

 BENE.RADIO 118,000 118,005 

 BENE ATIS 134,825 134,835 

Benice/SLZ BENICE.RADIO 130.550 130,560 

Borek/SLZ BOREK RADIO 118,750 118,740 

Bubovice BUBOVICE.RADIO 134,300 134,305 

Bynovec/SLZ BYNOVEC.RADIO 120,325 120,330 

  120,325 120,330 

  123,600 123,590 

  135,925 135,930 

  124,525 124,530 

  123,500 123,490 

  134,825 134,815 

  122,000 122,005 

  134,400 134,405 

Cheb CHEB.RADIO 122,200 122,205 

Chomutov CHOMUTOV.RADIO 123,600 123,605 

  122,200 122,205 

Chrudim CHRUDIM.RADIO 122,800 122,805 

  118,075 118,080 

c HRADEC.RADIO 123,600 123,605 

Kladno KLADNO.RADIO 123,475 123,480 

Klatovy KLATOVY.RADIO 122,200 122,210 

  129,150 129,155 

  122,400 122,405 

  122,800 122,790 

Letkov LETKOV.RADIO 130,600 130,610 

  120,325 120,335 

  123,975 123,980 

Liberec LIBEREC.RADIO 122,600 122,605 

Liberec LZS  124,200 124,205 

Lomnice nad Popelkou/SLZ LOMNICE.RADIO 118,250 118,255 

 MA  120,900 120,905 
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Airport Call sign 

Frequency 
 [MHz]  

Channel spacing 25 
kHz 

 

Frequency channel 
[MHz]  

Channel spacing 
 8,33 kHz 

Milovice/SLZ MILOVICE.RADIO 130,550 130,540 

 BOLESLAV.RADIO 123,600 123,610 

  120,400 120,405 

Most MOST.RADIO 123,500 118,760 

Nymburk/SLZ NYMBURK.RADIO 123,475 123,465 

P   118,575 118,580 

Plasy PLASY.RADIO 123,600 123,590 

-   129,000 129,005 

  123,600 123,590 

  118,750 118,755 

  130,600 130,590 

 K.RADIO 123,500 123,510 

  120,675 120,680 

  126,850 126,855 

Rokycany ROKYCANY.RADIO 119,650 119,660 

Roudnice ROUDNICE.RADIO 122,200 122,205 

  119,650 119,640 

  122,400 122,405 

v  122,200 122,190 

  123,600 123,610 

Strakonice STRAKONICE.RADIO 123,600 118,760 

Strunkovice STRUNKOVICE.RADIO 123,500 123,505 

  122,600 122,610 

Tachov TACHOV.RADIO 123,400 123,405 

  123,400 123,410 

  122,600 122,605 

  123,400 123,405 

  119,650 119,655 

  125,325 125,330 

  122,800 122,810 
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2.3  2017  00 hodin UTC  
 
2.3.1 Prostory IFR 
 

2.3 Conversion date 9 November 2017 00 UTC 
 
2.3.1 IFR areas 
 

Prostor / area  
Unit providing service 

Frequency 
 [MHz]  

Channel spacing 25 
kHz 

 

Frequency channel 
[MHz]  

Channel spacing 
 8,33 kHz 

FIR Praha ACC 125,375 125,380 
 

2.3.2         2.3.2  VFR airports 
 

Airport Call sign 
Frequency 

 [MHz]  

Channel spacing 25 
kHz 

 

Frequency channel 
[MHz]  

Channel spacing 
 8,33 kHz 

  121,650 121,655 

  118,275 118,280 

Brno-Bohunice nemocnice BOHUNICE HELIPORT.RADIO 134,825 134,830 

Broumov BROUMOV.RADIO 123,500 123,490 

  119,650 119,655 

  119,650 119655 

  123,500 123,490 

  122,800 122,805 

 BROD.RADIO 128,900 128,905 

Hodkovice HODKOVICE.RADIO 120,900 120,905 

  123,500 120,315 

H   135,575 135,580 

  130,200 130,205 

Hranice HRANICE.RADIO 123,500 123,510 

  120,675 120,685 

  119,100 119,105 

  125,825 125,830 

Jihlava JIHLAVA.RADIO 123,500 123,490 

Jihlava  heliport LZS JIHLAVA HELIPORT.RADIO 123,475 123,480 

Kotvrdovice/SLZ KOTVRDOVICE.RADIO 123,475 123,480 

  130,550 130,555 

Krnov KRNOV.RADIO 122,600 122,610 

  122,200 122,205 

  133,150 133,155 

Kyjov KYJOV.RADIO 130,600 130,610 
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Airport Call sign 
Frequency 

 [MHz]  

Channel spacing 25 
kHz 

 

Frequency channel 
[MHz]  

Channel spacing 
 8,33 kHz 

  122,400 122,405 

Mikulovice  123,500 123,510 

Miroslav AIRCON/SLZ AIRCON.RADIO 120,675 120,665 

  122,600 122,590 

Mor   130,550 130,540 

  118,550 118,555 

  130,550 130,560 

  123,400 123,405 

Olomouc OLOMOUC.RADIO 118,000 118,005 

  122,600 122,590 

  126,900 126,905 

  127,775 127,780 

  123,600 123,610 

  123,500 123,510 

  120,000 120,005 

Stichovice STICHOVICE.RADIO 120,675 120,680 

  122,600 122,605 

Trutnov/SLZ TRUTNOV.RADIO 125,825 125,830 

  122,200 122,210 

 PAVLOVICE.RADIO 130,550 130,555 

 HRONOV.RADIO 122,200 122,190 

  130,600 130,605 

  120,325 120,330 

  123,600 123,605 

Zbraslavice ZBRASLAVICE.RADIO 126,625 126,630 

  122,600 118,755 

   122,800 122,805 

Znojmo ZNOJMO.RADIO 130,600 130,590 

  118,550 118,555 

  122,600 122,610 
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2.3.3       2.3.3 Group frequencies 
(ENR 1.2.5 - AIP; ENR 7 -    (ENR 1.2.5  AIP; ENR 7 / VFR manual) 
 

 

requency 
 [MHz]  

Channel spacing  

25 kHz 

 

 

Frequency channel 
[MHz]  

Channel spacing 
 8,33 kHz 

 -to-
air gliders 

130,925 130,930 

 
balloon, airship 

122,250 122,255 

 
air-to-air  

121,000 121,005 

 125,825 125,830 

meetings, championships 124,250 124,255 
 

2.3.4       2.3.4  OPC frequencies 
 

 Call sign 

Frequency 
 [MHz]  

Channel spacing  

25 kHz 

 

Frequency channel 
[MHz]  

Channel spacing 
 8,33 kHz 

Air Jihlava service AIR JIHLAVA SERVICE 131,850 131,855 

CZ/ATO-Flying academy, 
Praha 

FLYING.OPC (Praha) 131,625 131,630 

CZ/ATO-Flying academy, 
Praha 

FLYING.OPC (Brno) 131,625 131,630 

 CSA STANICNI 131,950 131,955 

EUROJET servis EUROJET.OPC 131,775 131,780 

Fligh services NAV DISPACH 131,575 131,580 

GLOBAL Assistance GLOBAL PRAHA 131,400 131,405 

GLOBAL Assistance GLOBAL OSTRAV 131,900 131,905 

GLOBAL Assistance GLOBAL BRNO 131,975 131,980 

 BRNO.HANDLING 131,800 131,805 

Menzies Aviation MENZIES 131,450 131,455 

Ministerstvo vnitra BURZA 37 131,650 131,655 

Ministerstvo vnitra BURSA 131,650 131,655 

Time Air, s.r.o. TIME AIR 131,875 131,880 
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2.3.5       2.3.5  Special frequencies 
 

Prostor / Area 

Frequency 
 [MHz]  

Channel spacing  

25 kHz 

 

Frequency channel 
[MHz]  

Channel spacing 
 8,33 kHz 

Kunovice  126,975 126,980 

 126,250 126,255 

 125,750 125,755 

 126,150 126,155 

 128,000 128,005 

Olomouc/Milovany 118,200 118,205 

 125,125 125,130 

- Doupov 121,275 121,280 

 123,550 123,555 

 118,325 118,330 
 

3.       3.   By frequencies 
 

Frequency 
 [MHz]  

Channel spacing  

25 kHz 

 
Unit providing service 

/Frequency 
channel 

Channel spacing 
 8,33 kHz 

Transition date 

118,000 BENE.RADIO 118,005 30. 3. 2017 

118,000 OLOMOUC.RADIO 118,005 9. 11. 2017 

118,050  118,055 30. 3. 2017 

118,075  118,080 30. 3. 2017 

118,100  118,110 10. 11. 2016 

118,150  118,155 30. 3. 2017 

118,200 Milovany 118,205 9. 11. 2017 

118,250 LOMNICE.RADIO 118,255 30. 3. 2017 

118,275  118,280 9. 11. 2017 

118,300  118,310 10. 11. 2016 

118,325  118,330 9. 11. 2017 

118,550 MORAVSKY BEROUN.RADIO 118,555 9. 11. 2017 

118,550  118,555 9. 11. 2017 

118,575  118,580 30. 3. 2017 

118,750 BOREK.RADIO 118,740 30. 3. 2017 

118,750  118,755 30. 3. 2015 
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Frequency 
 [MHz]  

Channel spacing  

25 kHz 

 
Unit providing service 

/Frequency 
channel 

Channel spacing 
 8,33 kHz 

Transition date 

118,950 KARLOVY VARY ATIS 118,955 30. 3. 2017 

119,000  119,010 10. 11. 2016 

119,100  119,105 9. 11. 2017 

119,600 BRNO TOWER 119,605 30. 3. 2017 

119,650  119,655 9. 11. 2017 

119,650  119,655 9. 11. 2017 

119,650 ROKYCANY.RADIO 119,660 30. 3. 2017 

119,650  119,640 30. 3. 2015 

119,650  119,655 30. 3. 2017 

119,825  119,830 30. 3. 2017 

119,950 APP Karlovy Vary 119,955 30. 3. 2017 

120,000  120,005 9. 11. 2017 

120,050  120,060 10. 11. 2016 

120,100 KUNOVICE TOWER 120,105 30. 3. 2017 

120,150 PARDUBICE TOWER 120,155 30. 3. 2017 

120,200 PARDUBICE TOWER 120,205 30. 3. 2017 

120,325 BYNOVEC.RADIO 120,330 30. 3. 2017 

120,325  120,330 30. 3.2017 

120,325  120,335 30. 3. 2017 

120,325  120,330 9. 11. 2017 

120,400  120,405 30. 3. 2017 

120,525 APP Praha 120,530 10. 11. 2016 

120,550 APP Brno 120,555 30. 3. 2017 

120,675 AIRCON.RADIO 120,665 9. 11. 2017 

120,675  120,685 9. 11. 2017 

120,675  120,680 30. 3.2017 

120,675 STICHOVICE.RADIO 120,680 9. 11. 2017 

120,800  120,805 30. 3. 2017 

120,875 KBELY.TOWER 120,880 10. 11. 2016 

120,900 HODKOVICE.RADIO 120,905 9. 11. 2017 

120,900  120,905 30. 3. 2017 

121,000  letadlo, 
-to-air 

121,005 9. 11. 2017 

121,225 KARLOVY VARY TOWER 121,230 30. 3. 2017 

121,275 - Doupov 121.280 9. 11. 2017 
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Frequency 
 [MHz]  

Channel spacing  

25 kHz 

 
Unit providing service 

/Frequency 
channel 

Channel spacing 
 8,33 kHz 

Transition date 

121,600  121,605 30. 3. 2017 

121,600  121,605 30. 3. 2017 

121,600 PARDUBICE AS 121,605 30. 3. 2017 

121,600  121,610 10. 11. 2016 

121,650  121,655 9. 11. 2017 

121,700 AS (MPP) Brno 121,705 30. 3. 2017 

121,700 AS (MPP) Karlovy Vary 121,705 30. 3. 2017 

121,700 AS (MPP) Ostrava 121,710 30. 3. 2017 

121,700 AS (MPP) Praha 121,710 10. 11. 2015 

121,800 KBELY AS 121,805 10. 11. 2016 

121,900  121,910 10. 11. 2016 

121,950 AS (AD Kbely) 121.955 10. 11. 2016 

122,000  122,005 30. 3. 2017 

122,150  122,160 10. 11. 2016 

122,200 HRONOV.RADIO 122,190 9. 11. 2017 

122,200 CHEB.RADIO 122,205 30. 3. 2017 

122,200  122,205 30. 3. 2017 

122,200 KLATOVY.RADIO 122,210 30. 3. 2017 

122,200  122,205 9. 11. 2017 

122,200 ROUDNICE.RADIO 122,205 30. 3. 2017 

122,200  122,190 30. 3. 2017 

122,200  122,210 9. 11. 2017 

122,250 
balloon, airship 

122,255 9. 11. 2017 

122,400  122,405 30. 3. 2017 

122,400  122,405 9. 11. 2017 

122,400  122,405 30. 3. 2015 

122,600 KRNOV.RADIO 122,610 9. 11. 2017 

122,600 LIBEREC.RADIO 122,605 30. 3. 2017 

122,600  122,590 9. 11. 2017 

122,600  122,590 9. 11. 2017 

122,600  122,605 9. 11. 2017 

122,600  122,610 30. 3. 2017 

122,600  122,605 30. 3. 2017 

122,600  118,755 9. 11. 2017 
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Frequency 
 [MHz]  

Channel spacing  

25 kHz 

 
Unit providing service 

/Frequency 
channel 

Channel spacing 
 8,33 kHz 

Transition date 

122,600  122,610 9. 11. 2017 

122,800  122,805 9. 11. 2017 

122,800 CHRUDIM.RADIO 122,805 30. 3. 2017 

122,800  122,790 30. 3. 2017 

122,800  122,805 9. 11. 2017 

122,800  122,810 30. 3. 2017 

122,900  122,905 30. 3. 2017 

123,025 VODOCHODY RADIM 123,030 10. 11. 2016 

123,400  123,405 9. 11. 2017 

123,400 TACHOV.RADIO 123,405 30. 3. 2017 

123,400  123,410 30. 3. 2017 

123,400  123,405 30. 3. 2017 

123,475 JIHLAVA HELIPORT.RADIO 123,480 9. 11. 2017 

123,475 KLADNO.RADIO 123,480 30. 3. 2017 

123,475 KOTVRDOVICE.RADIO 123,480 9. 11. 2017 

123,475 NYMBURK.RADIO 123,465 30. 3. 2017 

123,500 BROUMOV.RADIO 123,490 9. 11. 2017 

123,500  123,490 30. 3.2017 

123,500  123,490 9. 11. 2017 

123,500 DIO 120,315 9. 11. 2017 

123,500 HRANICE.RADIO 123,510 9. 11. 2017 

123,500  123,510 9. 11. 2017 

123,500 JIHLAVA.RADIO 123,490 9. 11. 2017 

123,500 MOST.RADIO 118,760 30. 3. 2017 

123,500  123,510 30. 3. 2017 

123,500 IO 123,510 9. 11. 2017 

123,500 STRUNKOVICE:RADIO 123,505 30. 3. 2017 

123,550  123,555 9. 11. 2017 

123,600 BOLESLAV.RADIO 123,610 30. 3. 2017 

123,600  123,590 30. 3.2017 

123,600 HRADEC.RADIO 123,605 30. 3. 2017 

123,600 CHOMUTOV.RADIO 123,605 30. 3. 2017 

123,600 PLASY.RADIO 123,590 30. 3. 2017 

123,600  123,590 30. 3. 2017 

123,600  123,610 9. 11. 2017 
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Frequency 
 [MHz]  

Channel spacing  

25 kHz 

 
Unit providing service 

/Frequency 
channel 

Channel spacing 
 8,33 kHz 

Transition date 

123,600  123,610 30. 3. 2017 

123,600 STRAKONICE.RADIO 118,760 30. 3. 2017 

123,600  123,605 9. 11. 2017 

123,975  123,980 30. 3. 2017 

124,200  124,205 30. 3. 2017 

124,250 meetings, 
championships 

124,255 9. 11. 2017 

124,525  124,530 30. 3.2017 

124,675 MAPP Kbely 124,680 10. 11. 2016 

125,100 APP Ostrava 125,105 30. 3. 2017 

125,125  125,130 9. 11. 2017 

125,325  125,330 30. 3. 2017 

125,375 PRAHA.ACC 125,380 9. 11. 2017 

125,425  125,430 30. 3. 2017 

125,750  125,755 9. 11. 2017 

125,825  125,830 9. 11. 2017 

125,825 
ultralights 

125.830 9. 11. 2017 

125,825 TRUTNOV.RADIO 125,830 9. 11. 2017 

126,150  126,155 9. 11. 2017 

126,250  126,255 9. 11. 2017 

126,500  126,505 30. 3. 2017 

126,625 ZBRASLAVICE.RADIO 126,630 9. 11. 2017 

126,750 KBELY PRECISION 126,755 10. 11. 2016 

126,850  126,855 30. 3. 2017 

126,900  126,905 9. 11. 2017 

126,975 Kunovice 126,980 9. 11. 2017 

127,475 TWR VODOCHODY 127,480 10. 11. 2016 

127,575 APP Praha 127,580 10. 11. 2016 

127,650 MAPP PARDUBICE 127,655 30. 3. 2017 

127,650 PARDUBICE APP 127,655 30. 3. 2017 

127,775  127,780 9. 11. 2017 

128,000  128,005 9. 11. 2017 

128,525 OLO -  128,530 10. 11. 2016  

128.600 VOLMET 128.605 10. 11. 2016  

128,850 KBELY - OPC 128,855 10. 11. 2016 
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Frequency 
 [MHz]  

Channel spacing  

25 kHz 

 
Unit providing service 

/Frequency 
channel 

Channel spacing 
 8,33 kHz 

Transition date 

128,900 BROD.RADIO 128,905 9. 11. 2017 

129,000  129,005 30. 3. 2015 

129,150  129,155 30. 3. 2017 

129,400  129,405 30. 3. 2017 

129,750  129,755 10. 11. 2016 

130,100 OLO - RGA 130,105 10. 11. 2015  

130,200  130,205 9. 11. 2017 

130,275  130,280 30. 3. 2017 

130,550 BENICE.RADIO 130,560 30. 3.2017 

130,550 KRAVI HORA.RADIO 130,555 9. 11. 2017 

130,550 MILOVICE.RADIO 130,540 30. 3. 2017 

130,550 NACHOD.RADIO 130,560 9. 11. 2017 

130,550 PAVLOVICE.RADIO 130,555 9. 11. 2017 

130,550  130,540 9. 11. 2017 

130,600 KYJOV.RADIO 130,610 9. 11. 2017 

130,600 LETKOV.RADIO 130,610 30. 3. 2017 

130,600  130,590 9. 11. 2017 

130,600  130,590 30. 3. 2015 

130,600 ZNOJMO.RADIO 130,610 9. 11. 2017 

130,925  letadlo, 
-to-air gliders 

130,930 9. 11. 2017 

131,100  131,105 30. 3. 2017 

131,400 GLOBAL PRAHA 131,405 10. 11. 2015 

131,450 MENZIES 131,455 10. 11. 2015 

131,575 NAV DISPACH 131,580 10. 11. 2015 

131,600  131,605 10. 11. 2016 

131,600 OPC -  131,605 10. 11. 2015  

131,625 FLYING.OPC (Brno) 131,630 10. 11. 2015 

131,625 FLYING.OPC (Praha) 131,630 10. 11. 2015 

131,650 BURSA 131,655 10. 11. 2015 

131,650 BURZA 37 131,655 10. 11. 2015 

131,700  131,705 10. 11. 2015 

131,700 OPC -  131,705 10. 11. 2015 

131,775 EUROJET.OPC 131,780 10. 11. 2015 

131,800 BRNO.HANDLING 131,805 10. 11. 2015 
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Frequency 
 [MHz]  

Channel spacing  

25 kHz 

 
Unit providing service 

/Frequency 
channel 

Channel spacing 
 8,33 kHz 

Transition date 

131,850 AIR JIHLAVA SERVICE 131,855 10. 11. 2015 

131,875 TIME AIR 131,880 10. 11. 2015 

131,900 GLOBAL OSTRAVA 131,905 10. 11. 2015 

131,950 CSA STANICNI 131,955 10. 11. 2015 

131,975 GLOBAL BRNO 131,980 10. 11. 2015 

133,075 TWR VODOCHODY 133,080 10. 11. 2016 

133,150  133,155 9. 11. 2017 

134,300 BUBOVICE.RADIO 134,305 30. 3. 2017 

134,400  134,405 30. 3. 2017 

134,550 RUZYN  134,560 10. 11. 2016 

134,725 KBELY TOWER 130,730 10. 11. 2016 

134,825 BENE ATIS 134,835 30. 3. 2017 

134,825 BRNO BOHUNICE.RADIO 134,830 9. 11. 2017 

134,825  134,815 30. 3.2017 

135,575  135,580 9. 11. 2017 

135,925  135,930 30. 3.2017 

136,075  136,080 10. 11. 2016 

136,650  136,655 30. 3. 2017 

138,000 PARDUBICE OPC 138,005 30. 3. 2017 
 
 
 

4.  
 posunutou nosnou

 

4.1   posunutou nosnou 
 

4. Frequencies remaining with 25 kHz channel 
spacing, climax frequencies, military frequencies 
 
 
4.1  Climax frequencies 

 

118,375  
118,650 MHz SNS prostor W 
119,375 MHz SNS prostor N 
120,275  
124,050  
124,775  
125,525 MHz VOLMET 
126,100  
127,125  
127,350 MHz SNS prostor SE 
127,825  
128.600 MHZ VOLMET 
136,175 MHz sl  
 

 
 

118,375 MHz service ACC reserve 
118,650 MHz SNS airspace W 
119,375 MHz SNS airspace N 
120,275 MHz service ACC reserve 
124,050 MHz SNS airspace reserve  
124,775 MHz SNS airspace reserve 
125,525 MHz VOLMET 
126,100 MHz service FIC 
127,125 MHz service ACC 
127,350 MHz SNS airspace SE 
127,825 MHz service ACC 
128.600 MHZ VOLMET 
136,175 MHz service FIC 
 
 
 
 
 



- 16 - 
 

 
4.2   
 
V souladu s  

  kHz.   
 
 
118,700 MHz 
119,250 MHz  
122,100 MHz NATO 
123,300 MHz NATO 
123,700  
123,750  
124,450 MHz, ACCRC  
127,025  
127,325  
130,000  
131,200  
134,100  
135,250  
 

5.   
 

s  
2016-

 
 
 
 

 

k 
 

 AIP a V  

 

 
4.2  Frequencies used by military 
 
In accordance with Art. 9, para 9 of the Commission 
Regulation  (EU) No 1079/2012 the following 
frequencies shall be used by military aircraft not 
equipped with airborne radios having the 8.33 kHz 
channel spacing capability.  
 
118,700 MHz 
119,250 MHz  
122,100 MHz NATO 
123,300 MHz NATO 
123,700  
123,750 MHz National aeroports 
124,450 MHz, ACCRC  
127,025 MHz Vodochody test  
127,325  
130,000  
131,200  
134,100  
135,250  
 

5.  Technical requirements 
 
The channel spacing must be the same on the 
transmitter and on the receiver side. It means that the 
airborne radio must have the same channel spacing as 
the ground aeronautical radio. It is not possible to 
communicate with the different channel spacing. 
During the transition phase (years 2016-2017) it will be 
necessary to determine, before each flight, what 
frequencies/channels are in use at the airports and 
areas. Technical parameters of the aeronautical and 
airborne stations shall conform to the provisions of 
Chapter 2, part II, Annex 10/III to the Chicago 
Convention. 
 
While converting to 8.33 kHz channel spacing, it is 
necessary to perform the following administrative 
steps. The holder of the frequency, after receiving the 
Certificate of frequency coordination issued by the 
Ministry of Transport, has to request the Czech 
Telecommunication Office to issue "Individual license 
to use Aeronautical mobile service radio frequencies". 
Afterwards Flight Information Service shall be 
requested within required deadline to publish the 
respective change in the AIP and VFR Manual. 

 
 

- K O N E C / E N D 


